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Valvole a manicotto - Slide valves

A
llu

m
in

io
 

A
lu

m
in

iu
m

Codice
Code

Articolo
Article C F G L Confezione 

Order Q.ty
71033 VMM5 M5 9 13 31 10
71034 VM18 1/8” 14 25 48 10
71035 VM14 1/4” 19 30 58 10
71036 VM38 3/8” 22 35 68 10
71037 VM12 1/2” 27 40 80 10

Valvole accessorie – Ancillary valves

Simbolo:

Symbol:

Pressione di lavoro: 0 ÷ 16 barWorking pressure:
Temperatura: -10 °C ÷ + 70 °CTemperature:
Filetti cilindrici: UNI-ISO 228/1 G 
Parallel Threads: BSP

Passaggio: 
Orifice:

Portata: 
Flow:

M5: 2,5 mm M5: 120 Nl/min
1/8”: 4 mm 1/8”: 700 Nl/min
1/4”: 7 mm 1/4”: 1.100 Nl/min
3/8”: 10 mm 3/8”: 1.500 Nl/min
1/2”: 14 mm 1/2”: 2.200 Nl/min

Serie di valvole a manicotto, ad azionamento manuale.
Per montaggio in linea, hanno la funzione di chiudere l’alimentazione e contemporaneamente scaricare l’impianto a valle.

Series of slide valves manually operated.
In line mounting they work to close the supply and at the same time exhaust the downstream circuit air.

Valvole a manicotto - Slide valves

Corpo: 
Body: 
Manicotto: 
Slide:
Guarnizioni: 
Seals:

Ottone nichelato 
Nickel-plated brass 
Alluminio anodizzato blu
Blue anodised aluminium 
Gomma nitrilica (NBR) 
Nitrile rubber (NBR)

Varianti Guarnizioni FKM (max 150°)
Seals FKM (max 150°)Options
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